PRODUCT BULIETIN
GYPSUM PFROLUCTS

GYPSUM WALLBOARD
5/8" NULIL-A~FIRE
HIGH DENSITY TYPE X
K& 503 - 1 HR

APPROVALS:

ASTM € 36

BULLETIN NO: B-6B
DATE: 1/24/72
PAGE: 1of 3
CANCELS: B-6B

PRODUCING PLANTS:

Board Stucco

?apér Fiber

Leng Beach, Antioch, Seattle, Jacksonville and Delanco

(8-1, S-2)
(B-G-1)

Shredded Expanded Polystyrene

Vermiculite Ore
Glass Fiber
Starch
Dextrose
Core Foaming Agent:
ALS
AAS

Lignin

“End Trim

Potassium Sulfate

Retarder

Hydrated Lime

IMPORTANT NOTE:

high wet density.

PAPER_LINERS:

(RM-B 28)
{RM-B5)
(RM-B~11)
(RM-B-3)

(B-G-1)
(B-G-1)
(B-G~1)
(B=G~1)
(B-G~1)
(B-G-1)
(Ru-P-3)

All Plants
2685-2800

=15
1-2
95-105
5.8-6,2
9.0-12,5
0-3

0.0-1.0
0.0-0.,8
2=4
10-30
1.5=2.0

as needed

0-1.2

Use retarder to prevent stiffening of core mix due to

Manila 503 Paper Ko, 7012, Greyback 503 Paper No, 7013,

Widths as required for 24", 30" and 48" wide KW 503 penel msnufacture,

QPERATING SPECIFICATIONS:

Slurry Slump

Specifications)

Slurry Setting Time (mins)
Vet Slurry Welght (1bs/e,f,)

Vet Compressive Strength, psi

Moisture Content at the Take-off shall he maintained

average, 14%.

3-5
2-5
95 - 105
250 - 450

(Refer to Product Bulletin B-G-2 for General

at 10% to 25%;

KG2000628




